
CET 751

Summer 2002

Quiz 5

Read each question carefully.  Select the answer that best answers the question and indicate your choice.

Name _Cliff De Long_____________________________________

1. To install an IDE hard drive, you need a _C__-pin data cable. 

a. 25

b.  34

c.  40

d.  50

2. A hard drive can be installed ____D___. (Choose the best answer) 

a. in any position, at any angle, it doesn't matter

b.  vertically

c.  horizontally

d.  Either B or C

3. When connecting the data cable on an IDE drive, it is important to make sure that___D___. 

a. pin 1 on the controller is connected to red striped side of the data cable

b.  pin 40 on the drive is connected to red striped side of the data cable

c.  pin 1 on the drive is connected to red striped side of the data cable

d.  Both A and C

4. The DOS and Windows 9x tool to set and change partitions is ___D____. 

a. MEMMAKER

b.  MEM

c.  FORMAT

d.  FDISK

5. When installing a SCSI hard drive, be sure to install ___C__ at both ends of the bus. 

a. LUNs

b.  SCSI IDs

c.  terminating resistors

d.  compatible connectors

6. Hardware problems usually show up in the __D___. 

a. first hour of operation

b.  Windows 95 start up

c.  OS load

d.  POST

7. ____A____ or lost clusters develop when a program cannot properly close a file it has opened. 

a. Lost allocation units

b.  Sectors

c.  Tracks

d.  FATS

8. One way clusters are lost is ____B_____. 

a. excessive formatting

b.  bumping the hard drive while it is writing

c.  removing a floppy disk while the drive light is on

d.  misuse of FDISK

9. The EIDE standard allows for a maximum of __D_ IDE devices in a system. 

a. 1

b.  2

c.  3

d.  4

10. IDE devices under the EIDE standard are limited to hard drives only.   B 

a. true

b.  false
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